
Sample Order Number:  

Models 
(dry)                                                  
(liquid filled)

Dial Sizes     21/2", 4"

Wetted Parts            
                       316 stainless steel diaphragm 

Fill                 Mineral Oil, other fills available. 
                       See Options & Accessories. 

Movement    Stainless steel

Connection  21/2" Dial Size: Lower or center            
                       back Tri-clamp, 11/2" or 2" 
                       4" Dial Size: Lower or lower                  
                       back, Tri-clamp, 11/2" or 2"

Case             304 stainless steel,  
                       stem mounted flangeless 

Ring              Crimped 304 stainless steel, 
                       highly polished                       

Window        Safety glass

Pointer          Plain black finished

Dial Face      Aluminum, white background with       
                       black graduations and markings

Accuracy      ±1.6% Full Scale

Maximum Temperature 
                        ( )

Approximate Shipping Weight              
                       700TA 21/2" Dial Size, 11/2" Tri-clamp, 
                       1.4 lbs [0.64 kg] 
                       700TA 21/2" Dial Size, 2" Tri-clamp,     
                       1.9 lbs [0.86 kg] 
                       700TALF 21/2" Dial Size, 11/2" Tri-clamp, 
                       1.9 lbs [0.86 kg] 
                       700TALF 21/2" Dial Size, 2" Tri-clamp, 
                       2.6 lbs [1.18 kg] 
                       700TA 4" Dial Size, 11/2" Tri-clamp,     
                       2.6 lbs [1.18 kg] 
                       700TA 4" Dial Size, 2" Tri-clamp,          
                       3.3 lbs [1.50 kg] 
                       700TALF 4" Dial Size, 11/2" Tri-clamp,     
                       3.3 lbs [1.50 kg] 
                       700TALF 4" Dial Size, 2" Tri-clamp,      
                       4.0 lbs [1.81 kg]

  21/2", 4" Dial Sizes 

  Stainless Steel Case  

  Liquid Fillable 

  11/2", 2" Tri-clamp Type 
  Connections

   Optional features and case 
     style variations available:   
     Please consult the Options
     & Accessories Section for  
     details. 

   Please refer to 3A 
     Standard 37-01,  
     3A Standard for Liquid  
     Pressure and Level 
     Sensing Devices 

   For correct use and  
application of all pressure 
gauges, please refer to: 
Pressure Gauge Standard 
ASME B40.100.



All dimensions are nominal.  Dimensions in [ ] are in millimeters.

 Clamps, gaskets and ferrules 
are not supplied by Trerice.

Units of Measure: D A
Range Code

Standard Ranges 
                             psi Ranges (A) 

 
                   psi Ranges (A) 


