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 = 力矩放大系数
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3 

 Nm
10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

AB150 9.6
 AB210 11.6
 AB215 11.6
 AB550 12
 AB880 13.2
 AB1250 19
 AB1950 19
 AB2000 33
 AB1950/PR4 66
 AB3000/PR4 81
 AB3000/PR6 106
 AB6800/PR4 96
  AB6800/PR6 140
 A200/PR10     210
 A250/PR10 225

 A B
PS100-12 Ø100 (4”) 35 (1,38”)

 PS125-12 Ø125 (5”) 34 (1,34”)
 PS125-15   48 (1,89”)
 PS160-12 Ø160 (6”) 48 (1,89”)
 PS160-15   49 (1,93”)
 PS200-12 Ø200 (8”) 51 (2,00”)
 PS200-15   52 (2,05”)
 PS200-20   63 (2,48”)
 PS250-12 Ø250 (10”) 63 (2,48”)
 PS250-15   63 (2,48”)
 PS250-20   70 (2,76”)

 A B

SG200 Ø200 (8”) 80 (3,15”)
 SG250 Ø250 (10”) 110 (4,33”)
 SG300 Ø300 (12”) 115 (4,53”)
 SG350 Ø350 (14”) 120 (4,72”)
 SG400 Ø400 (16”) 130 (5,12”)
 SG450 Ø450 (18”) 150 (5,91”)
 SG500 Ø500 (20”) 150 (5,91”)
 SG600 Ø600 (24”) 150 (5,91”)
 SG700 Ø700 (28”) 150 (5,91”)
 SG800 Ø800 (32”) 150 (5,91”)
 SG900 Ø900 (36”) 160 (6,30”)
 SG1000 Ø1000 (40”) 160 (6,30”)



AB-PR AB-PR AB-PR 

Keeping the World FlowingAB-PR

AB150 40 : 1 150 (1328) 16 (138) 9.6 48.5 /*50.5 2 (5) / *3 (7)

AB210 37 : 1 330 (2921) 28 (252) 11.6 54 4 (8) / *6 (12)

AB215 37 : 1 500 (4425) 43 (381) 11.6 54 4 (8) / *6 (12)

AB550 34 : 1 1000 (8851) 83 (738) 12 79 9 (19) / *12 (25)

AB880 38 : 1 2000 (17702) 152 (1341) 13.2 82 14 (31) / *17 (38)

AB1250 55 : 1 3250 (28765) 171 (1514) 19 91 22 (49) / *28 (61)

AB1950 52 : 1 5500 (48679) 289 (2562) 19 111 /*114 32 (71) / *45 (99)

AB2000 109 : 1 4500 (39828) 136 (1207) 33 111 24 (53) / *27 (60)

AB1950/PR4 217 : 1 7000 (61955) 106 (939) 66 111 /*114 39 (85) / *52 (115)

AB3000/PR4 243 : 1 9000 (79657) 111 (983) 81 121 /*123 49 (108) / *55.7 (123)

AB3000/PR6 348 : 1 11000 (97358) 104 (918) 106 121 /*123 51 (112) / *57 (126)

AB6800/PR4 326 : 1 12500 (110634) 130 (1152) 96 121 /*142 62.5 (138) / *92.5 (204)

AB6800/PR6 468 : 1 17000 (150463) 121 (1075) 140 121 /*142 64.2 (142) / *94.2 (208)

A200/PR10 729 : 1 26000 (230120) 124 (1096) 210 165 134.4 (296)

A250/PR10 729 : 1 32000 (283224) 142 (1259) 225 169 219.4 (484)

ØM ØN O P ØQ R S

AB150 25 (0.98) 15 (0.59) 19.6 (0.77) 5 (0.2) 18.1 (0.71) 14 (0.55) 14 (0.55)

AB210 32.15 (1.27) 20 (0.79) 25.6 (1.01) 6 (0.24) 22.2 (0.87) 17 (0.67) 17 (0.67)

AB215 32.15 (1.27) 20 (0.79) 25.6 (1.01) 6 (0.24) 22.2 (0.87) 17 (0.67) 17 (0.67)

AB550 45.3 (1.78) 30 (1.18) 36.6 (1.44) 8 (0.31) 36.2 (1.43) 27 (1.06) 27 (1.06)

AB880 60 (2.36) 44 (1.73) 50.6 (1.99) 12 (0.47) 48.2 (1.90) 36 (1.42) 36 (1.42)

AB1250 60 (2.36) 44 (1.73) 50.6 (1.99) 12 (0.47) 48.2 (1.90) 36 (1.42) 36 (1.42)

AB1950 TBC TBC TBC TBC TBC TBC TBC

1 DIN915 / grade 12.9

2 C45 / AISI1045

3 -

4 -

5 PAP

6 -

7 C45 / AISI1045 ( )

8 -

9 -

10 GG25 / ASTM A48-40

11 GGG40 / ASTM D60-40-18

11A GGG50 / ASTM D70-50-05

12 GG25 / ASTM A48-40

13 C45 / AISI1045

14 EN8 / GB/T 699 GRADE 45

15 DIN916

A B C D E F G ØK L

AB150 80 (3,15) 124 (4,88) 58 (2,28) 42,5 (1,67) 99,5 (3,92) 54,5 (2,15) - 12 (0,47) 14 (0,55) F04-F05-F07 20 (0,78) 17 (0.67)

AB210 102 (4,02) 127,5 (5,02) 48 (1,89) 52 (2,05) 159 (6,26) 63 (2,48) 146 (5,75) 15 (0,59) 14 (0,55) F05-F07--F10 30 (1,18) 24 (0.94)

AB210 LB 150 (5,91) 155 (6,10) 75 (2,95) 52 (2,05) 159 (6,26) 63 (2,48) NP 15 (0,59) 14 (0,55) F12 30 (1,18) 24 (0.94)

AB215 102 (4,02) 127,5 (5,02) 48 (1,89) 52 (2,05) 159 (6,26) 63 (2,48) 146 (5,75) 15 (0,59) 14 (0,55) F05-F07-F10 30 (1,18) 24 (0.94)

AB215 LB 150 (5,91) 155 (6,10) 75 (2,95) 52 (2,05) 159 (6,26) 63 (2,48) NP 15 (0,59) 14 (0,55) F12 30 (1,18) 24 (0.94)

AB550 138 (5,43) 174 (6,85) 69 (2,72) 71 (2,80) 201 (7,91) 88 (3,46) 170 (6,69) 20 (0,79) 24 (0,95) F07-F10-F12-F14 45 (1,77) 38 (1.50)

AB550 LB 210 (8,27) 174 (6,85) 69 (2,72) 71 (2,80) 201 (7,91) 88 (3,46) 183 (7,20) 20 (0,79) 24 (0,95) F16 45 (1,77) 38 (1.50)

AB880 200 (7,87) 226 (8,90) 100 (3,94) 86 (3,39) 189 (7,44) 92,5 (3,64) 182 (7,17) 20 (0,79) 24 (0,95) F10-F12-F14-F16 60 (2,36) 46 (1.81)

AB880 LB 260 (10,24) 256 (10,07) 130 (5,11) 86 (3,39) 189 (7,44) 92,5 (3,64) NP 20 (0,79) 24 (0,95) PCD 220 8 x M16 60 (2,36) 46 (1.81)

AB1250 220 (8,66) 258 (10,16) 110 (4,33) 104,5 (4,11) 230 (9,06) 102 (4,02) 200 (7,87) 20 (0,79) 24 (0,95) F10-F12-F14-F16 65 (2,56) 50 (1.97)

AB1250 LB 285 (11,22) 291 (11,44) 143 (5,61) 104,5 (4,11) 230 (9,06) 102 (4,02) NP 20 (0,79) 24 (0,95) F25 65 (2,56) 50 (1.97)

AB1950 285 (11,22) 322.5 (12,70) 142,5 (5,61) 130 (5,12) 275 (10,83) 126 (4,96) 204 (8,03) 25 (0,98) 28 (1,10) F12-F14-F16-F25 80 (3,15) 60 (2.36)

AB1950 LB 350 (13,8) 355 (14) 175 (6,9) 130 (5,12) 275 (10,83) 129 (5,07) 232 (9,13) 25 (0,98) 28 (1,10) F30 80 (3,15) 60 (2.36)

AB2000 214 (8,44) 255 (10,04) 106 (4,17) 53 (2,09) 232 (9,13) 121 (4,76) 232 (9,13) 20 (0,79) 24 (0,95) F12-F14-F16 80 (3,15) 60 (2.36)

AB2000 LB 285 (11,22) 293 (11,54) 142 (5,59) 53 (2,09) 232 (9,13) 121 (4,76) 232 (9,13) 20 (0,79) 24 (0,95) F16-F25 80 (3,15) 60 (2.36)

AB1950/PR4 285 (11,22) 322.5 (12,70) 142,5 (5,61) 130 (5,12) 301 (11,85) 126 (4,96) 301 (11,85) 20 (0,79) 24 (0,95) F12-F14-F16-F25 80 (3,15) 60 (2.36)

AB1950LB/PR4 350 (13,8) 355 (14) 175 (6,9) 130 (5,12) 329 (12,95) 129 (5,07) 329 (12,95) 20 (0,79) 24 (0,95) F30 80 (3,15) 60 (2.36)

AB3000/PR4 293 (11,52) 337 (13,25) 142 (5,58) 140 (5,51) 314 (12,36) 153 (6,02) 314 (12,36) 20 (0,79) 24 (0,95) F16-F25 100 (3,94) 75 (2.95)

AB3000LB/PR4 351 (13,81) 372 (14,66) 175 (6,89) 140 (5,51) 314 (12,38) 155 (6,10) 314 (12,38) 20 (0,79) 24 (0,95) F30 100 (3,94) 75 (2.95)

AB3000/PR6        293 (11,52) 337 (13,25) 142 (5,58) 140 (5,51) 314 (12,36) 153 (6,02) 314 (12,36) 20 (0,79) 24 (0,95) F16-F25 100 (3,94) 75 (2.95)

AB3000LB/PR6 351 (13,81) 372 (14,66) 175 (6,89) 140 (5,51) 314 (12,38) 155 (6,10) 314 (12,38) 20 (0,79) 24 (0,95) F30 100 (3,94) 75 (2.95)

AB6800/PR4 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F16-F25-F30 100 (3,94) 75 (2.95)

AB6800BB/PR4 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F25-F30 120 (4,56) 90 (3.56)

AB6800LB/PR4 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 100 (3,94) 75 (2.95)

AB6800BBLB/PR4 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 120 (4,56) 90 (3.56)

AB6800/PR6 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F16-F25-F30 100 (3,94) 75 (2.95)

AB6800BB/PR6 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F25-F30 120 (4,56) 90 (3.56)

AB6800LB/PR6 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 100 (3,94) 75 (2.95)

AB6800BBLB/PR6 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 120 (4,56) 90 (3.56)

A200/PR10 440 (17,32) 492 (19,35) 207,5 (8,17) 209 (8,22) 374,5 (14,74) 215 (8,46) 374,5 (14,74) 20 (0,79) 24 (0,95) F25-F30-F35 160 (6,29) 115 (4.52)

A250/PR10 510 (20,08) 585 (23) 235 (9,25) 256 (10,08) 414,5 (16,32) 224 (8,80) 414,5 (16,32) 20 (0,79) 24 (0,95) F25-F30-F35-F40 160 (6,29) 115 (4.52)
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AB-PR AB-PR AB-PR 

Keeping the World FlowingAB-PR

AB150 40 : 1 150 (1328) 16 (138) 9.6 48.5 /*50.5 2 (5) / *3 (7)

AB210 37 : 1 330 (2921) 28 (252) 11.6 54 4 (8) / *6 (12)

AB215 37 : 1 500 (4425) 43 (381) 11.6 54 4 (8) / *6 (12)

AB550 34 : 1 1000 (8851) 83 (738) 12 79 9 (19) / *12 (25)

AB880 38 : 1 2000 (17702) 152 (1341) 13.2 82 14 (31) / *17 (38)

AB1250 55 : 1 3250 (28765) 171 (1514) 19 91 22 (49) / *28 (61)

AB1950 52 : 1 5500 (48679) 289 (2562) 19 111 /*114 32 (71) / *45 (99)

AB2000 109 : 1 4500 (39828) 136 (1207) 33 111 24 (53) / *27 (60)

AB1950/PR4 217 : 1 7000 (61955) 106 (939) 66 111 /*114 39 (85) / *52 (115)

AB3000/PR4 243 : 1 9000 (79657) 111 (983) 81 121 /*123 49 (108) / *55.7 (123)

AB3000/PR6 348 : 1 11000 (97358) 104 (918) 106 121 /*123 51 (112) / *57 (126)

AB6800/PR4 326 : 1 12500 (110634) 130 (1152) 96 121 /*142 62.5 (138) / *92.5 (204)

AB6800/PR6 468 : 1 17000 (150463) 121 (1075) 140 121 /*142 64.2 (142) / *94.2 (208)

A200/PR10 729 : 1 26000 (230120) 124 (1096) 210 165 134.4 (296)

A250/PR10 729 : 1 32000 (283224) 142 (1259) 225 169 219.4 (484)

ØM ØN O P ØQ R S

AB150 25 (0.98) 15 (0.59) 19.6 (0.77) 5 (0.2) 18.1 (0.71) 14 (0.55) 14 (0.55)

AB210 32.15 (1.27) 20 (0.79) 25.6 (1.01) 6 (0.24) 22.2 (0.87) 17 (0.67) 17 (0.67)

AB215 32.15 (1.27) 20 (0.79) 25.6 (1.01) 6 (0.24) 22.2 (0.87) 17 (0.67) 17 (0.67)

AB550 45.3 (1.78) 30 (1.18) 36.6 (1.44) 8 (0.31) 36.2 (1.43) 27 (1.06) 27 (1.06)

AB880 60 (2.36) 44 (1.73) 50.6 (1.99) 12 (0.47) 48.2 (1.90) 36 (1.42) 36 (1.42)

AB1250 60 (2.36) 44 (1.73) 50.6 (1.99) 12 (0.47) 48.2 (1.90) 36 (1.42) 36 (1.42)

AB1950 TBC TBC TBC TBC TBC TBC TBC

1 DIN915 / grade 12.9

2 C45 / AISI1045

3 -

4 -

5 PAP

6 -

7 C45 / AISI1045 ( )

8 -

9 -

10 GG25 / ASTM A48-40

11 GGG40 / ASTM D60-40-18

11A GGG50 / ASTM D70-50-05

12 GG25 / ASTM A48-40

13 C45 / AISI1045

14 EN8 / GB/T 699 GRADE 45

15 DIN916

A B C D E F G ØK L

AB150 80 (3,15) 124 (4,88) 58 (2,28) 42,5 (1,67) 99,5 (3,92) 54,5 (2,15) - 12 (0,47) 14 (0,55) F04-F05-F07 20 (0,78) 17 (0.67)

AB210 102 (4,02) 127,5 (5,02) 48 (1,89) 52 (2,05) 159 (6,26) 63 (2,48) 146 (5,75) 15 (0,59) 14 (0,55) F05-F07--F10 30 (1,18) 24 (0.94)

AB210 LB 150 (5,91) 155 (6,10) 75 (2,95) 52 (2,05) 159 (6,26) 63 (2,48) NP 15 (0,59) 14 (0,55) F12 30 (1,18) 24 (0.94)

AB215 102 (4,02) 127,5 (5,02) 48 (1,89) 52 (2,05) 159 (6,26) 63 (2,48) 146 (5,75) 15 (0,59) 14 (0,55) F05-F07-F10 30 (1,18) 24 (0.94)

AB215 LB 150 (5,91) 155 (6,10) 75 (2,95) 52 (2,05) 159 (6,26) 63 (2,48) NP 15 (0,59) 14 (0,55) F12 30 (1,18) 24 (0.94)

AB550 138 (5,43) 174 (6,85) 69 (2,72) 71 (2,80) 201 (7,91) 88 (3,46) 170 (6,69) 20 (0,79) 24 (0,95) F07-F10-F12-F14 45 (1,77) 38 (1.50)

AB550 LB 210 (8,27) 174 (6,85) 69 (2,72) 71 (2,80) 201 (7,91) 88 (3,46) 183 (7,20) 20 (0,79) 24 (0,95) F16 45 (1,77) 38 (1.50)

AB880 200 (7,87) 226 (8,90) 100 (3,94) 86 (3,39) 189 (7,44) 92,5 (3,64) 182 (7,17) 20 (0,79) 24 (0,95) F10-F12-F14-F16 60 (2,36) 46 (1.81)

AB880 LB 260 (10,24) 256 (10,07) 130 (5,11) 86 (3,39) 189 (7,44) 92,5 (3,64) NP 20 (0,79) 24 (0,95) PCD 220 8 x M16 60 (2,36) 46 (1.81)

AB1250 220 (8,66) 258 (10,16) 110 (4,33) 104,5 (4,11) 230 (9,06) 102 (4,02) 200 (7,87) 20 (0,79) 24 (0,95) F10-F12-F14-F16 65 (2,56) 50 (1.97)

AB1250 LB 285 (11,22) 291 (11,44) 143 (5,61) 104,5 (4,11) 230 (9,06) 102 (4,02) NP 20 (0,79) 24 (0,95) F25 65 (2,56) 50 (1.97)

AB1950 285 (11,22) 322.5 (12,70) 142,5 (5,61) 130 (5,12) 275 (10,83) 126 (4,96) 204 (8,03) 25 (0,98) 28 (1,10) F12-F14-F16-F25 80 (3,15) 60 (2.36)

AB1950 LB 350 (13,8) 355 (14) 175 (6,9) 130 (5,12) 275 (10,83) 129 (5,07) 232 (9,13) 25 (0,98) 28 (1,10) F30 80 (3,15) 60 (2.36)

AB2000 214 (8,44) 255 (10,04) 106 (4,17) 53 (2,09) 232 (9,13) 121 (4,76) 232 (9,13) 20 (0,79) 24 (0,95) F12-F14-F16 80 (3,15) 60 (2.36)

AB2000 LB 285 (11,22) 293 (11,54) 142 (5,59) 53 (2,09) 232 (9,13) 121 (4,76) 232 (9,13) 20 (0,79) 24 (0,95) F16-F25 80 (3,15) 60 (2.36)

AB1950/PR4 285 (11,22) 322.5 (12,70) 142,5 (5,61) 130 (5,12) 301 (11,85) 126 (4,96) 301 (11,85) 20 (0,79) 24 (0,95) F12-F14-F16-F25 80 (3,15) 60 (2.36)

AB1950LB/PR4 350 (13,8) 355 (14) 175 (6,9) 130 (5,12) 329 (12,95) 129 (5,07) 329 (12,95) 20 (0,79) 24 (0,95) F30 80 (3,15) 60 (2.36)

AB3000/PR4 293 (11,52) 337 (13,25) 142 (5,58) 140 (5,51) 314 (12,36) 153 (6,02) 314 (12,36) 20 (0,79) 24 (0,95) F16-F25 100 (3,94) 75 (2.95)

AB3000LB/PR4 351 (13,81) 372 (14,66) 175 (6,89) 140 (5,51) 314 (12,38) 155 (6,10) 314 (12,38) 20 (0,79) 24 (0,95) F30 100 (3,94) 75 (2.95)

AB3000/PR6        293 (11,52) 337 (13,25) 142 (5,58) 140 (5,51) 314 (12,36) 153 (6,02) 314 (12,36) 20 (0,79) 24 (0,95) F16-F25 100 (3,94) 75 (2.95)

AB3000LB/PR6 351 (13,81) 372 (14,66) 175 (6,89) 140 (5,51) 314 (12,38) 155 (6,10) 314 (12,38) 20 (0,79) 24 (0,95) F30 100 (3,94) 75 (2.95)

AB6800/PR4 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F16-F25-F30 100 (3,94) 75 (2.95)

AB6800BB/PR4 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F25-F30 120 (4,56) 90 (3.56)

AB6800LB/PR4 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 100 (3,94) 75 (2.95)

AB6800BBLB/PR4 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 120 (4,56) 90 (3.56)

AB6800/PR6 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F16-F25-F30 100 (3,94) 75 (2.95)

AB6800BB/PR6 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F25-F30 120 (4,56) 90 (3.56)

AB6800LB/PR6 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 100 (3,94) 75 (2.95)

AB6800BBLB/PR6 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 120 (4,56) 90 (3.56)

A200/PR10 440 (17,32) 492 (19,35) 207,5 (8,17) 209 (8,22) 374,5 (14,74) 215 (8,46) 374,5 (14,74) 20 (0,79) 24 (0,95) F25-F30-F35 160 (6,29) 115 (4.52)

A250/PR10 510 (20,08) 585 (23) 235 (9,25) 256 (10,08) 414,5 (16,32) 224 (8,80) 414,5 (16,32) 20 (0,79) 24 (0,95) F25-F30-F35-F40 160 (6,29) 115 (4.52)

Option :

G=

Mounting �ange
for buried
service in
combination
with an
extension/bevel

7
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SH
UT

SHUT

Rotork Gears series 
AB-LX with 1 or 2, 
V3 Limitswitches acc. 
UL/VDS/APSAD/FM 
speci�cations.
Available in the sizes 
150LX, 210LX, 550LX 
and 880LX.

G=

E

D

10

13

12 3 714

L

K

Keyway In Closed Position
On Center

Keyway In Closed Position
Off Center

Square Bore
Parallel

(Flats on Center)

Slotted Bore
Flats Across

Flowline
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Diagonal
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Keyway and Drive Positions
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Input Shaft Projection
Without Input Reducer

Right Hand (B1)
Clockwise In / Clockwise Out

Left Hand (A2)
Clockwise In / Clockwise Out
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Anti-Clockwise In / Clockwise Out

Left Hand (A1)
Anti-Clockwise In / Clockwise Out
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AB-PR AB-PR AB-PR 

Keeping the World FlowingAB-PR

AB150 40 : 1 150 (1328) 16 (138) 9.6 48.5 /*50.5 2 (5) / *3 (7)

AB210 37 : 1 330 (2921) 28 (252) 11.6 54 4 (8) / *6 (12)

AB215 37 : 1 500 (4425) 43 (381) 11.6 54 4 (8) / *6 (12)

AB550 34 : 1 1000 (8851) 83 (738) 12 79 9 (19) / *12 (25)

AB880 38 : 1 2000 (17702) 152 (1341) 13.2 82 14 (31) / *17 (38)

AB1250 55 : 1 3250 (28765) 171 (1514) 19 91 22 (49) / *28 (61)

AB1950 52 : 1 5500 (48679) 289 (2562) 19 111 /*114 32 (71) / *45 (99)

AB2000 109 : 1 4500 (39828) 136 (1207) 33 111 24 (53) / *27 (60)

AB1950/PR4 217 : 1 7000 (61955) 106 (939) 66 111 /*114 39 (85) / *52 (115)

AB3000/PR4 243 : 1 9000 (79657) 111 (983) 81 121 /*123 49 (108) / *55.7 (123)

AB3000/PR6 348 : 1 11000 (97358) 104 (918) 106 121 /*123 51 (112) / *57 (126)

AB6800/PR4 326 : 1 12500 (110634) 130 (1152) 96 121 /*142 62.5 (138) / *92.5 (204)

AB6800/PR6 468 : 1 17000 (150463) 121 (1075) 140 121 /*142 64.2 (142) / *94.2 (208)

A200/PR10 729 : 1 26000 (230120) 124 (1096) 210 165 134.4 (296)

A250/PR10 729 : 1 32000 (283224) 142 (1259) 225 169 219.4 (484)

ØM ØN O P ØQ R S

AB150 25 (0.98) 15 (0.59) 19.6 (0.77) 5 (0.2) 18.1 (0.71) 14 (0.55) 14 (0.55)

AB210 32.15 (1.27) 20 (0.79) 25.6 (1.01) 6 (0.24) 22.2 (0.87) 17 (0.67) 17 (0.67)

AB215 32.15 (1.27) 20 (0.79) 25.6 (1.01) 6 (0.24) 22.2 (0.87) 17 (0.67) 17 (0.67)

AB550 45.3 (1.78) 30 (1.18) 36.6 (1.44) 8 (0.31) 36.2 (1.43) 27 (1.06) 27 (1.06)

AB880 60 (2.36) 44 (1.73) 50.6 (1.99) 12 (0.47) 48.2 (1.90) 36 (1.42) 36 (1.42)

AB1250 60 (2.36) 44 (1.73) 50.6 (1.99) 12 (0.47) 48.2 (1.90) 36 (1.42) 36 (1.42)

AB1950 TBC TBC TBC TBC TBC TBC TBC

1 DIN915 / grade 12.9

2 C45 / AISI1045

3 -

4 -

5 PAP

6 -

7 C45 / AISI1045 ( )

8 -

9 -

10 GG25 / ASTM A48-40

11 GGG40 / ASTM D60-40-18

11A GGG50 / ASTM D70-50-05

12 GG25 / ASTM A48-40

13 C45 / AISI1045

14 EN8 / GB/T 699 GRADE 45

15 DIN916

A B C D E F G ØK L

AB150 80 (3,15) 124 (4,88) 58 (2,28) 42,5 (1,67) 99,5 (3,92) 54,5 (2,15) - 12 (0,47) 14 (0,55) F04-F05-F07 20 (0,78) 17 (0.67)

AB210 102 (4,02) 127,5 (5,02) 48 (1,89) 52 (2,05) 159 (6,26) 63 (2,48) 146 (5,75) 15 (0,59) 14 (0,55) F05-F07--F10 30 (1,18) 24 (0.94)

AB210 LB 150 (5,91) 155 (6,10) 75 (2,95) 52 (2,05) 159 (6,26) 63 (2,48) NP 15 (0,59) 14 (0,55) F12 30 (1,18) 24 (0.94)

AB215 102 (4,02) 127,5 (5,02) 48 (1,89) 52 (2,05) 159 (6,26) 63 (2,48) 146 (5,75) 15 (0,59) 14 (0,55) F05-F07-F10 30 (1,18) 24 (0.94)

AB215 LB 150 (5,91) 155 (6,10) 75 (2,95) 52 (2,05) 159 (6,26) 63 (2,48) NP 15 (0,59) 14 (0,55) F12 30 (1,18) 24 (0.94)

AB550 138 (5,43) 174 (6,85) 69 (2,72) 71 (2,80) 201 (7,91) 88 (3,46) 170 (6,69) 20 (0,79) 24 (0,95) F07-F10-F12-F14 45 (1,77) 38 (1.50)

AB550 LB 210 (8,27) 174 (6,85) 69 (2,72) 71 (2,80) 201 (7,91) 88 (3,46) 183 (7,20) 20 (0,79) 24 (0,95) F16 45 (1,77) 38 (1.50)

AB880 200 (7,87) 226 (8,90) 100 (3,94) 86 (3,39) 189 (7,44) 92,5 (3,64) 182 (7,17) 20 (0,79) 24 (0,95) F10-F12-F14-F16 60 (2,36) 46 (1.81)

AB880 LB 260 (10,24) 256 (10,07) 130 (5,11) 86 (3,39) 189 (7,44) 92,5 (3,64) NP 20 (0,79) 24 (0,95) PCD 220 8 x M16 60 (2,36) 46 (1.81)

AB1250 220 (8,66) 258 (10,16) 110 (4,33) 104,5 (4,11) 230 (9,06) 102 (4,02) 200 (7,87) 20 (0,79) 24 (0,95) F10-F12-F14-F16 65 (2,56) 50 (1.97)

AB1250 LB 285 (11,22) 291 (11,44) 143 (5,61) 104,5 (4,11) 230 (9,06) 102 (4,02) NP 20 (0,79) 24 (0,95) F25 65 (2,56) 50 (1.97)

AB1950 285 (11,22) 322.5 (12,70) 142,5 (5,61) 130 (5,12) 275 (10,83) 126 (4,96) 204 (8,03) 25 (0,98) 28 (1,10) F12-F14-F16-F25 80 (3,15) 60 (2.36)

AB1950 LB 350 (13,8) 355 (14) 175 (6,9) 130 (5,12) 275 (10,83) 129 (5,07) 232 (9,13) 25 (0,98) 28 (1,10) F30 80 (3,15) 60 (2.36)

AB2000 214 (8,44) 255 (10,04) 106 (4,17) 53 (2,09) 232 (9,13) 121 (4,76) 232 (9,13) 20 (0,79) 24 (0,95) F12-F14-F16 80 (3,15) 60 (2.36)

AB2000 LB 285 (11,22) 293 (11,54) 142 (5,59) 53 (2,09) 232 (9,13) 121 (4,76) 232 (9,13) 20 (0,79) 24 (0,95) F16-F25 80 (3,15) 60 (2.36)

AB1950/PR4 285 (11,22) 322.5 (12,70) 142,5 (5,61) 130 (5,12) 301 (11,85) 126 (4,96) 301 (11,85) 20 (0,79) 24 (0,95) F12-F14-F16-F25 80 (3,15) 60 (2.36)

AB1950LB/PR4 350 (13,8) 355 (14) 175 (6,9) 130 (5,12) 329 (12,95) 129 (5,07) 329 (12,95) 20 (0,79) 24 (0,95) F30 80 (3,15) 60 (2.36)

AB3000/PR4 293 (11,52) 337 (13,25) 142 (5,58) 140 (5,51) 314 (12,36) 153 (6,02) 314 (12,36) 20 (0,79) 24 (0,95) F16-F25 100 (3,94) 75 (2.95)

AB3000LB/PR4 351 (13,81) 372 (14,66) 175 (6,89) 140 (5,51) 314 (12,38) 155 (6,10) 314 (12,38) 20 (0,79) 24 (0,95) F30 100 (3,94) 75 (2.95)

AB3000/PR6        293 (11,52) 337 (13,25) 142 (5,58) 140 (5,51) 314 (12,36) 153 (6,02) 314 (12,36) 20 (0,79) 24 (0,95) F16-F25 100 (3,94) 75 (2.95)

AB3000LB/PR6 351 (13,81) 372 (14,66) 175 (6,89) 140 (5,51) 314 (12,38) 155 (6,10) 314 (12,38) 20 (0,79) 24 (0,95) F30 100 (3,94) 75 (2.95)

AB6800/PR4 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F16-F25-F30 100 (3,94) 75 (2.95)

AB6800BB/PR4 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F25-F30 120 (4,56) 90 (3.56)

AB6800LB/PR4 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 100 (3,94) 75 (2.95)

AB6800BBLB/PR4 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 120 (4,56) 90 (3.56)

AB6800/PR6 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F16-F25-F30 100 (3,94) 75 (2.95)

AB6800BB/PR6 370 (14,57) 407 (16) 170 (6,69) 182 (7,17) 354 (13,94) 159 (6,26) 354 (13,94) 20 (0,79) 24 (0,95) F25-F30 120 (4,56) 90 (3.56)

AB6800LB/PR6 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 100 (3,94) 75 (2.95)

AB6800BBLB/PR6 415 (16,34) 445 (17,52) 207,5 (8,17) 182 (7,17) 354 (13,94) 193 (7,60) 354 (13,94) 20 (0,79) 24 (0,95) F35 120 (4,56) 90 (3.56)

A200/PR10 440 (17,32) 492 (19,35) 207,5 (8,17) 209 (8,22) 374,5 (14,74) 215 (8,46) 374,5 (14,74) 20 (0,79) 24 (0,95) F25-F30-F35 160 (6,29) 115 (4.52)

A250/PR10 510 (20,08) 585 (23) 235 (9,25) 256 (10,08) 414,5 (16,32) 224 (8,80) 414,5 (16,32) 20 (0,79) 24 (0,95) F25-F30-F35-F40 160 (6,29) 115 (4.52)
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150LX, 210LX, 550LX 
and 880LX.
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 = 力矩放大系数
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 Nm
10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

AB150 9.6
 AB210 11.6
 AB215 11.6
 AB550 12
 AB880 13.2
 AB1250 19
 AB1950 19
 AB2000 33
 AB1950/PR4 66
 AB3000/PR4 81
 AB3000/PR6 106
 AB6800/PR4 96
  AB6800/PR6 140
 A200/PR10     210
 A250/PR10 225

 A B
PS100-12 Ø100 (4”) 35 (1,38”)

 PS125-12 Ø125 (5”) 34 (1,34”)
 PS125-15   48 (1,89”)
 PS160-12 Ø160 (6”) 48 (1,89”)
 PS160-15   49 (1,93”)
 PS200-12 Ø200 (8”) 51 (2,00”)
 PS200-15   52 (2,05”)
 PS200-20   63 (2,48”)
 PS250-12 Ø250 (10”) 63 (2,48”)
 PS250-15   63 (2,48”)
 PS250-20   70 (2,76”)

 A B

SG200 Ø200 (8”) 80 (3,15”)
 SG250 Ø250 (10”) 110 (4,33”)
 SG300 Ø300 (12”) 115 (4,53”)
 SG350 Ø350 (14”) 120 (4,72”)
 SG400 Ø400 (16”) 130 (5,12”)
 SG450 Ø450 (18”) 150 (5,91”)
 SG500 Ø500 (20”) 150 (5,91”)
 SG600 Ø600 (24”) 150 (5,91”)
 SG700 Ø700 (28”) 150 (5,91”)
 SG800 Ø800 (32”) 150 (5,91”)
 SG900 Ø900 (36”) 160 (6,30”)
 SG1000 Ø1000 (40”) 160 (6,30”)
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 Nm
10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

AB150 9.6
 AB210 11.6
 AB215 11.6
 AB550 12
 AB880 13.2
 AB1250 19
 AB1950 19
 AB2000 33
 AB1950/PR4 66
 AB3000/PR4 81
 AB3000/PR6 106
 AB6800/PR4 96
  AB6800/PR6 140
 A200/PR10     210
 A250/PR10 225

 A B
PS100-12 Ø100 (4”) 35 (1,38”)

 PS125-12 Ø125 (5”) 34 (1,34”)
 PS125-15   48 (1,89”)
 PS160-12 Ø160 (6”) 48 (1,89”)
 PS160-15   49 (1,93”)
 PS200-12 Ø200 (8”) 51 (2,00”)
 PS200-15   52 (2,05”)
 PS200-20   63 (2,48”)
 PS250-12 Ø250 (10”) 63 (2,48”)
 PS250-15   63 (2,48”)
 PS250-20   70 (2,76”)

 A B

SG200 Ø200 (8”) 80 (3,15”)
 SG250 Ø250 (10”) 110 (4,33”)
 SG300 Ø300 (12”) 115 (4,53”)
 SG350 Ø350 (14”) 120 (4,72”)
 SG400 Ø400 (16”) 130 (5,12”)
 SG450 Ø450 (18”) 150 (5,91”)
 SG500 Ø500 (20”) 150 (5,91”)
 SG600 Ø600 (24”) 150 (5,91”)
 SG700 Ø700 (28”) 150 (5,91”)
 SG800 Ø800 (32”) 150 (5,91”)
 SG900 Ø900 (36”) 160 (6,30”)
 SG1000 Ø1000 (40”) 160 (6,30”)


