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Model                           Stem Material      Stem (Length)     Specific Range     Sensor Type

BX9  9" Adjustable       1   Aluminum       403      31/2"           See                 RTC  100  RTD
BX1  9" Straight               (standard)       406      6"               Standard          RTM  1000  RTD
BX2  9" 90˚ Angle        2   Brass              408      8"               Ranges
                                     3   304 SS           512      12"                                      

The Trerice BX-Plus has all the 
standard features of the original
BX Series Industrial Thermometer,
but with a “Plus”. The “Plus” being
an internally mounted 100Ω or 
1000Ω RTD, allowing for remote
temperature monitoring, while
simultaneously providing local
indication. This patented* dual 
sensor design eliminates the need
for additional instrumentation or
connections when designing a
system to include both mechanical 
and electronic temperature sensing.

*U.S. Pat. Nos. 5,664,885 and 5,769,542. 
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MODEL BX9240307RTC

•  Optional features available:  
   Please consult the Options
   & Accessories Section for details.

•  These instruments are specifically 
    designed for use with Trerice Digital 
    Indicators (refer to the Electronic 
    Temperature Sensor Section) and 
    Electronic Controllers (refer to the 
    Control Section).
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Range                                   Range                                  Range                                                                        Figure           Minor         Figure          Minor
Code     Range                       Code     Range                      Code     Range                                                             Intervals      Divisions    Intervals      Divisions

01       –40°   to   110°F         17      –40°   to   40°C           41         –40° to 110°F  &  –40°  to   40°C                        10°             2°                5°                1°
02           0°   to   100°F        24      –18°   to   38°C           42             0° to 100°F  &  –18°  to   38°C                        5°               1°                5°                0.5°
03         30°   to  130°F        25          0°   to   55°C           43           30° to 130°F  &      0°  to   55°C                        5°               1°                5°                1°
04           0°   to  160°F        26      –18°   to   70°C           44             0° to 160°F  &  –18°  to   70°C                        10°             2°                5°                1°
06         30°   to   180°F        27          0°   to   83°C           46           30° to 180°F  &      0°  to   83°C                        10°             2°                5°                1°
07         30°   to   240°F        19          0°   to   115°C         47           30° to 240°F  &      0°  to   115°C                      10°             2°                5°                1°
08         30°   to   300°F        20          0°   to   150°C         48           30° to 300°F  &      0°  to   150°C                      10°             2°                10°              2°
09         50°   to   400°F        28        10°   to   205°C         49           50° to 400°F  &    10°  to   205°C                      25°             5°                10°              2°
15         50°   to   500°F        31        10°   to   260°C         55           50° to 500°F  &    10°  to   260°C                      25°             5°                10°              2°

BX Plus

Adjustable-Angle Rigid-Straight
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(A) Stem Length       Dimension

31/2"                     3.50       [88.9]
6"                        6.00       [152.4]
8"                        8.00       [203.2]
12"                      12.00     [304.8]


