
8201
pH measuring system

p. 1/9www.burkert.com

pH measuring system for 
hygienic applications

The Type 8201 pH measuring system is suita-

ble for measuring absolute pH values in liquids 

between pH 0 and pH 12 at medium tempera-

tures of up to 140°C and process pressures of 

max. 6 bar. Due to its hygienic design and the 

robust glass-free layout, this type is particularly 

suitable for use in hygienic processes. An 

example would be the production of foods and 

active ingredients, during which the pH value 

of liquid mediums - including those which are 

viscous or contain solids - is measured.

The pH probe's extremely smooth enamel 

surface inhibits the medium from sticking and 

is very easy to clean in line. Due to its robust 

design and high temperature and chemical 

tolerance, the probe stays in the process even 

during a CIP purification. This means that ex-

pensive retractable fittings can be dispensed 

with.
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Type 8201 can be combined with...

•  Special glass-free probe for measuring pH to be con-
nected to Type 8619 multiCELL 

•  Sterile design, CIP-compatible, in-line sterilizable

•  Robust and unbreakable construction

•  Long service life, long calibration intervals

•  Especially suitable when preparing foods and drinks

Technical data - Probe

Measuring value Absolute pH
Reference system Machined diaphragm (ceramic enamelled), reference elec-

trode Ag/AgCI, KCI electrolyte 3-molar sterile
Measuring range 0...10 pH (for up to 12 pH see diagram)

Measuring error Depending on calibration max. 0.1 pH
Repeatability 0.05 pH
Measuring chain zero point 8.65 ±1 pH*
Measuring chain isotherm point 1.0 ±1 pH; Uis= 440 mV*
Slope 56...59 mV/pH* at 25°C (77°F)

Ambient temperature 0...+50°C (+32...+122°F)

Medium temperature 0...+140°C (+32...+284°F)

Minimal conductivity 1 μS
Thermoshock resistance T = 120°C (248°F)

Medium pressure -1...+6 bar rel. (-14...+87 PSI)

Temperature compensation Pt1000
Materials

Wetted part
Probe head PVDF
Enamelled steel pipe, ceramic enamelled ground dia-
phragm,1.4404 process connection and EPDM seal

Signal outputs Pt1000 2-wire, pH value in mV
Electrical connection 6 pin gold-plated
Protection type IP68
Certificates EHEDG (Type EL - CLASS I); FDA declaration of conformity; 

ECR1935/2004 declaration
Adaptation set For pH armatures Type 8200 or Type 8201

For flange connection adapted for GEA Tuchenhagen VARIN-
LINE process connection (DN50...DN125; EHEDG) or for Clamp 2"

Suitable transmitters Type 8619 multiCELL transmitter/controller; devices with 
isotherm option

Type 8619

Panel multiCELL

Transmitter/Controller

Type 8619

Wall-mounted multiCELL

Transmitter/Controller
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Hygienic connection fittings Type 8201

Weld connection DN25 (Ingold welding nozzle), 
Weld connection DN30 (EHEDG), other on request
Stainless steel connecting pieces 1.4404 

pH armature Type 8200

Only stainless steel versions possible.
For dimensions see data sheet Type 8200

* For exact values see probe test report

Measuring principle

The pH sensor works as a single-rod measuring cell. The measuring electrode and reference electrode are combined in one element. An enamelled 

steel pipe is used as the basic carrier. The measuring electrode is created by additionally attaching an ion-sensitive enamel layer (yellow) with metallic 

voltage conductor (positioned in the non-conductive blue enamel carrier layer). An ion exchange of H+ions and alkali ions takes place on the surface (gel layer) of 

this enamel layer. The Ag/AgCI reference electrode is located in the interior of the enamel pipe filled with electrolyte. A ceramic machined diaphragm is 

pressed into the lower end of the pipe. Voltage transfer takes place when the electrolyte makes contact with the measuring solution via the annular gap 

of the diaphragm. A Pt1000 for temperature compensation is also integrated in the sensor. The electrolyte used is 3-molar KCI, stored in a separate 

electrolyte vessel and permanently connected to the probe via a hose. 

The pressure of the electrolyte vessel is maintained slightly above process pressure by means of an attached pressure controller. For non-pressurised 

processes the static overpressure of the pressure vessel mounted approx. 0.5 m above the probe is generally sufficient. Due to the very slight perma-

nent electrolyte flow that flows through the extremely small annular gap, contamination of the reference electrode is practically eliminated. Accidental 

operation without electrolyte is prevented by optional inductive level monitoring of the pressure container. When a minimum level has been reached, the 

electrolyte supply bottle in the pressure container is simply changed.

Bürkert Transmitter/Controller Type 8619 provides the analysis of the measured value. The maximum length of cable (5 m) between probe and convert-

er (transmitter) has to be respected. pH probe Type 8201 is supplied without adaptation. The appropriate set is selected according to the fitting/armature 

chosen. Different hygienic variations of Type 8201 are available. Various standard armatures Type 8200 can be used as well.

Structure

The complete measuring system consists of the pH probe, an adaptation set, an attachment fitting, the reservoir with hose for the electrolyte solution, 

the electrolyte solution and the electric cable for connecting to a suitable transmitter.

The pH probe Type 8201 is supplied without adaptation. According to the chosen fitting/armature the appropriate adaptation set has to be selected. 

Different hygienic fittings (Type 8201) or for general purpose applications pH armatures of Type 8200 can be selected.

Installation

Intended performance is limited to proper installation of the fitting (by weld), integrating the probe into the process using the appropriate adaptation kit, 

proper mounting of the electrolyte vessel – electrolyte attachment perpendicularly downwards – close to the measuring point and connecting the pH 

sensor and electrolyte vessel using the hose connection supplied. The electrolyte supply bottle is inserted into the electrolyte vessel and the pH sensor 

filled with electrolyte by opening the ventilation screw.

You are free to choose the assembly position of the pH sensor. During operation care must be taken that the active surface (length approx. 45 mm from 

probes lower edge) is completely surrounded by medium. The flow velocity should not exceed 3...4 m/s. Dry-storage of the pH sensor is unrestricted.

The probe is connected to the transmitter by means of the attachment cable. Inductive level switch is attached to a suitable analyzing device.
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Dimensions [mm]

pH probe

with adaptation set PG13.5 for pH armature Type 8200

Electrolyte vessel 

with built-in electrolyte supply bottle

pH probe enamel

without adaptation

Diaphragm body

ø 11.3

ø 12.3

max. ø 12

27
4

Diaphragm body

ø 11.3

ø 12.3

max. ø 12

PG 13.5

12
0

104

60

20

2

32
6

60

60
2

 

M
 1

2
x1

42
50

27 3
5

12 3
8 4
4

Fastening holes

M4, depth 8

Ultrasonic level switch

with M12 connector 
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Dimensions [mm] (continued)

pH probe

46

M20

ø 11.3

ø 16

ø 13

ø 60

Note: 

Housing and O-ring ø 60 not included in delivery

ø 12.3

max. ø 12

ø 64

75
65

M20
ø 11.3
ø 16
ø 13

Diaphragm body

Fittings Type 8201

Welding tab DN30

EHEDG

ø 12.3

max. ø 12

46

M20

ø 11.3
ø 16

ø 13

Diaphragm body

ø 12.3

max. ø 12

46

M20

ø 11.3
ø 16

ø 13

Diaphragm body

Welding tab DN25

sloped

G 1¼"

ø 38

60

ø 31

ø 
1.

5

ø 50

ø 25

ø 42

ø 38

40

15°

28
.7

G 1¼"

Welding tab DN25

straight

Blind plug for welding 

tab DN30 EHEDG

Nut for blind plug 

(welding tab DN30 EHEDG)

ø 25

40

ø 42

G 1¼"

ø 38

ø 34
ø 20

ø 31

ø 38 

30

90
10 G 1¼”

ø 50
18

with adaptation set for flange connection adapted for 

GEA Tuchenhagen VARINLINE process connection 

(DN50...DN125; EHEDG)

with adaptation set 

Clamp 2" external ø 64 mm

with adaptation set 

DN30 (EHEDG)

with adaptation set 

DN25

O-ring
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Ordering information and chart 

A complete Type 8201 pH measuring system contains the following components:

• pH probe enamel

• Suitable adaptation set for fitting/armature

• Fitting/armature

• Electrolyte vessel (electrolyte hose included)

• Supply bottle with 1 litre electrolyte KCI

• Connection cable for transmitter

• Transmitter / Controller Type 8619 (see data sheet Type 8619)

Note: The cable between probe and transmitter must categorically be selected as short as possible – particularly at low process temperatures – in order to guarantee measurement 
signal dynamics that are as high as possible. A cable length of 10 m should only be used in exceptional cases.

If required, to disinfect and rinse the system you will need:

• Demineralized water

• Plastic bottle with septum for alcohol filling

All necessary parts have to be ordered separately
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Probe

pH probe-enamel without adaptation 0...10 (12) 0...+140°C  -1...6 bar 6 pin gold-plated 554 849
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Adaptation sets

Adaptation set for welding tab DN25 Type 8201 Union nut G 1¼" / DN25 554 866

Adaptation set for welding tab DN30 (EHEDG) Type 8201 Union nut G 1¼" / DN30 554 873

Adaptation set PG13.5 for pH armature Type 8200 PG13.5 with O-ring 554 862

Adaptation set for flange connection adapted for GEA Tuchenha-
gen VARINLINE process connection (DN50...DN125; EHEDG)

Flange adapted for GEA Tuchenhagen VARINLINE 
process connection

558 617

Adaptation set Clamp 2" external ø 64 mm Clamp 2" 559 744

Electrolyte vessel

Electrolyte vessel, stainless steel incl. electrolyte hose set 5 m, 
compressed air attachment, pipe / wall-mounting unit 1

554 850

Electrolyte vessel, stainless steel, with level switch 554 851

Operating liquids

Electrolyte KCI, sterilised, 1 litre plastic bottle (conform to FDA) Electrolyte reference system 554 852

Plastic bottle with septum For self-filling with alcohol 70% vol. 554 854 

Connection cables

Connection cable for pH probe enamel, 3 m long 6 pole Variopin coupling on pH probe, 
flexes on transmitter

554 855

Connection cable for pH probe enamel, 5 m long 554 856

Connection cable for pH probe enamel, 10 m long* 554 857

Fittings Type 8201 attachment cables

Welding tab DN25, 40 mm, straight, 1.4404 DN25/weld attachment straight 554 858

Welding tab DN25, 40 mm, sloped, 1.4404 DN25/weld attachment diagonal 554 859

Welding tab EHEDG, DN30, 60 mm, straight, 1.4404 DN30/weld attachment straight 554 860

Blind plug for welding tab EHEDG, DN30, 1.4404** Union nut G 1¼" / DN30 554 861 

Nut for blind plug for welding tab EHEDG, DN30, 1.4404** G 1¼" / DN30 554 872

* Only to be used in exceptional cases, please consult your Bürkert application specialist for application advice. 

** Absolutely necessary in order to prevent warping when welding EHEDG DN30 connecting pieces.



8201
pH measuring system

p. 6/9

Ordering chart, inspection and retrofit sets

The maintenance sets contain small parts such as O-rings, seals, stainless steel canulas, flexible tubing, couplings etc.

The retrofit sets contain all parts needed for mounting / dismantling a level switch.
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Maintenance sets

Inspection set for pH probe 
enamel

2 O-rings 10 x 2.5 mm EPDM, 2 O-rings 20 x 2.5 mm silicon,
2 O-rings 23.39 x 3.53 mm EPDM, 4 items adaptor reinforcement ring PTFE

554 876

Flexible tube set 1 hose connection, 1 hose connector, PTFE hose 4 x 1 length 5 m 554 883

Retrofit sets

Level switch cplg. Ultrasonic level switch with M12 fixed connector 561 533

Locking screw M12 x 1 cplg. Locking screw PVDF with O-ring FKM 554 887 

Please use the attached application questionnaire to describe your process and send it to your Bürkert office to check the suit-

ability. Please complete all three pages.
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Questionnaire applications with the enamel pH probe Type 8201

Please fill out this form and send to your local Bürkert Sales Centre* with your inquiry or order

Company Contact person

Customer no. Dept.

Address Tel./Fax

Town / Postcode E-mail

Our process

 Process description:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 Temperature range*  from. . . . . . . . . to . . . . . . . . . . . . . . .  [°C]

 Pressure range*  from. . . . . . . . . to . . . . . . . . . . . . . . .  [bar]

 pH range*  from. . . . . . . . . to . . . . . . . . . . . . . . .  [bar]

 Concentration of dissolved substances Molarity  . . . . . . . . . . . . . . . . . . . . . .  [mol]

 or proportion  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  [%]

 which substances  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

 variable concentration  no  yes

 if yes, please quotate the variation  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  [mol]

 Cleaning process**

 Conc. Temp. Time pH value

 mol °C minutes pH

 Cleaning with base  . . . . . . . .   . . . . . . . .   . . . . . . . .   

 Cleaning with acid  . . . . . . . .   . . . . . . . .   . . . . . . . .   

 Sterilisation with steam    . . . . . . . .   . . . . . . . .   

 Sterilisation with product    . . . . . . . .   . . . . . . . .   . . . . . . . . 

 Sterilisation with aseptic solutions    . . . . . . . .   . . . . . . . .   . . . . . . . . 

 Other cleaning:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 * Please chart this data into the diagram time lapse of the process at page 7.

 ** Please chart this data into the diagram time lapse of the cleaning process at page 8.

Currently used measuring

 Used type of pH measuring system:. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 Following issues are existing  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

continuously pH regulation

continuously pH control
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Process time lapse

time [     ]

Remarks:

[mS/cm] [pH] [bar] [°C]

10 4 14 13 175

13 12

10 3 12 11 150

11 10

10 2 10 9 125

9 8

10 8 7 100

7 6

1 6 5 75

5 4

10 -1 4 3 50

3 2

10 -2 2 1 25

1 0

10 -3 0 -1 0
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Cleaning time lapse

time [     ]

Remarks:

[mS/cm] [pH] [bar] [°C]

10 4 14 13 175

13 12

10 3 12 11 150

11 10

10 2 10 9 125

9 8

10 8 7 100

7 6

1 6 5 75

5 4

10 -1 4 3 50

3 2

10 -2 2 1 25

1 0

10 -3 0 -1 0

To find your nearest Bürkert facility, click on the orange box   www.burkert.com

In case of special application conditions,
please consult for advice.

Subject to alteration.
© Christian Bürkert GmbH & Co. KG 1612/19_EU-en_00891943



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (eciRGB v2)
  /CalCMYKProfile (ISO Coated v2 300% \050ECI\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Impact
    /LucidaConsole
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<


    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200036002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 6.0 and later.)
    /ESP <>
    /ETI <>



    /HUN <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 6.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200036002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 6.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>


    /SKY <>

    /SUO <>
    /SVE <>
    /TUR <>

    /FRA <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [595.276 841.890]
>> setpagedevice


