
Series TE-SNW Weather Resistant Surface Temperature Sensor
Specifications - Installation and Operating Instructions

Bulletin T-TE-SNW

The Series TE-SNW Surface Temperature Sensor non-intrusively measures the 
process temperature in hot and cold water loops in buildings. An adjustable metal 
strap can tightly fit around 2 through 6˝ pipe sizes, allowing the surface area of the 
copper plate on the sensor to make good contact with the pipe surface. In order to 
work with most common building controllers, the output of the sensor can be chosen 
from 6 different RTD and Thermistor curves. Additional features include a quarter turn 
twist off cap that is chained to the housing to prevent it from getting lost, and multiple 
knockout locations and sizes to reduce installation time.

INSTALLATION
1. Knock out the preferred conduit entrance and attach either a conduit fitting or cable 
  gland. 
2. Remove the protective film from the copper plate and the stainless steel mounting 
  plate.
3. Uncoil strap by lifting the screw head up like shown in Figure 1 and pressing on the 
  end of the strap. 
4. Slide the open end of the strap through the gap in the stainless steel mounting 
  plate underneath the foam block opposite the copper plate, as shown in Figure 2.
5. Add a small amount of thermal transfer paste to the copper plate.
6. Wrap the strap around the pipe and insert the open end into the strap fastener.
7. Pull the open end of the strap until the copper plate is flush against the pipe.
8. Lower the screw head to lock the strap in place as shown in Figure 1.
9. Use a flat head screw driver to tighten the strap.

10. Remove the cover.
11. Connect wires to the terminal block.
12. Close the lid tightly to protect against water ingress.

Make sure all connections are in accordance with the job wiring diagram and in 
accordance with national and local electrical codes. Use 18 to 20 AWG twisted pair or 
shielded copper conductors only.

Figure 1

Figure 2

SPECIFICATIONS
Accuracy: Thermistor Temperature Sensor: ±0.2°C @ 25°C (±-0.36°F @ 77°F); 
RTD Temperature Sensor: DIN Class A ±0.15°C @ 0°C (±0.28°F @ 32°F).
Temperature Limits: Operating: -32 to 240°F (-35.5 to 115.5°C).
Sensor Curves: See Resistance vs. Temperature Table.
Housing Material: Meets UL 94 V-0 polycarbonate plastic, NEMA 3R.
Weight: 7 oz.

Do not over tighten the strap to the pipe as it could cause damage 
to the sensor.
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RESISTANCE VS. TEMPERATURE TABLE
Temperature Resistance Curves (Ω)
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MAINTENANCE/REPAIR
Upon final installation of the Series TE-SNW no routine maintenance is required. The 
Series TE-SNW is not field serviceable and should be returned if repair is needed. 
Field repair should not be attempted and may void warranty.

WARRANTY/RETURN
Refer to “Terms and Conditions of Sales” in our catalog and on our website. Contact 
customer service to receive a Return Goods Authorization number before shipping the 
product back for repair. Be sure to include a brief description of the problem plus any 
additional application notes.


